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RIGHT SIDE ELEVATION
SCALE

LEFT SIDE ELEVATION
SCALE

FRONT ELEVATION
SCALEA13

WINDOW HEAD R.O.

TOP OF WALL

SECOND FLOOR T.O.S.

WINDOW HEAD R.O.

RIGHT SIDE ELEVATION
SCALE

3
A13

LEFT SIDE ELEVATION (Bermuda Rd.)
SCALE

2
1/8"  = 1'-0"A13

TOP OF POOL DECK
EL. 9.0 +/-

EX. FIRST FLOOR T.O.S.
EL.11.22'

FIRST FLOOR T.O.S.
EL.16.71' +/-

EX. FIRST FLOOR T.O.S.
EL.11.22'

WINDOW HEAD R.O.

TOP OF WALL

SECOND FLOOR T.O.S.

FIRST FLOOR T.O.S.
EL.16.71' +/-

WINDOW HEAD R.O.
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TOP OF RAILING

EXISTING AVERAGE GRADE 7.6'

FAMILY ROOM T.O.S.
EL. 15.94' +/-

FRONT ELEVATION (Plover Lane)
SCALE

1

WINDOW HEAD R.O.

TOP OF WALL

SECOND FLOOR T.O.S.

WINDOW HEAD R.O.

FIRST FLOOR T.O.S.
EL.16.71' +/-

EX. FIRST FLOOR T.O.S.
EL.11.22'
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NEW CRAWL SPACE SLAB
EL. 6.9' +/-

FIRST FLOOR T.O.S.
EL.16.71' +/-
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MID POINT ROOF

AVERAGE GRADE (7.6' )

MID POINT ROOF

AVERAGE GRADE (7.6')
SEE SURVEYORS DWG.

2" BLUESTONE STAIR TREADS AND LANDINGS.  ALL
EXPOSED EDGES TO HAVE FLAMED FINISH.

4" THICK STONE VENEER WITH DRY-SET RAKED MORTAR
JOINTS INSTALLED OVER CMU FOUNDATION WALL

36" TALL METAL GUARD RAILING - SEE SHOP DRAWINGS

APPROXIMATE PROPERTY LINE @ PLOVER LANE

DATENo.

DRAWINGS ISSUED

01

03

05

04

02

06/27/2019   EXISTING CONDITIONS

07/01/2019   SCHEMATIC DESIGN

09/26/2019   PRELIMINARY DESIGN

08/14/2019   EXISTING CRAWL SPACE

10/31/2019   DESIGN REVISIONS

06 01/20/2020   PERMIT DRAWINGS

02

01

03

05

04

06

07 02/28/2020   AVERAGE GRADE

08 03/16/2020   ELEC / SMOKE DECT.

09

10

11

12

07/31/2020   SIDING/ TRIM DETAILS

2" BLUESTONE STAIR TREADS AND LANDINGS.  ALL
EXPOSED EDGES TO HAVE FLAMED FINISH.

4" THICK STONE VENEER WITH DRY-SET RAKED MORTAR
JOINTS INSTALLED OVER CMU FOUNDATION WALL

36" TALL METAL GUARD RAILING - SEE SHOP DRAWINGS

1/8"  = 1'-0"1/8"  = 1'-0"

08/11/2020   FRONT WALK ELEVATIONS


