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STAKE & BRACE TREE IF DIRECTED BY L.A.
PRUNE AS DIRECTED BY L.A.

FOLD DOWN OR CUT & REMOVE BURLAP AND
WIRE BASKET FROM SIDE OF ROOTBALL.
REMOVE ALL NON-BIODEGRADEABLE WRAP.

CREATE SOIL SAUCER WITH TOPSOIL (6") MIN.

2" SHREDDED BARK MULCH. KEEP OFF TOP
OF ROOTBALL.

TOP OF ROOTBALL 1"-2" ABOVE GRADE.

UNDISTURBED SUBGRADE

EXCAVATION AT BASE TO BE SAME AS
ROOTBALL DIAMETER.  TOP OF PIT TO BE AT
LEAST 3X THE WIDTH OF THE ROOTBALL.
BACKFILL WITH EXCAVATED MATERIAL.

UNDISTURBED SUBGRADE

EXCAVATION AT BASE TO BE SAME AS
ROOTBALL DIAMETER.  TOP OF PIT TO BE
AT LEAST 3X THE WIDTH OF THE ROOTBALL.
BACKFILL WITH EXCAVATED MATERIAL.

PRUNE AS DIRECTED BY L.A.

TOP OF ROOTBALL 1"-2" ABOVE GRADE.

2" SHREDDED BARK MULCH.
KEEP OFF TOP OF ROOTBALL.
CREATE SOIL SAUCER WITH TOPSOIL
(6") MINIMUM.

PLANT MATERIAL TO BE
BARE ROOT OR
CONTAINERS.  SEE PLANT
LIST ON PLANTING PLAN.

3" MULCH LAYER

8" PLANTING SOIL MIX.

SCARIFIED EXISTING (4")
SOIL BLEND WITH PLANTING
MIX 1 TO 1 AND COMPACT.
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GENERAL NOTES
1. UNLESS NOTED OTHERWISE, EXISTING AND PROPOSED CONDITIONS INFORMATION TAKEN FROM A

DRAWING PREPARED BY OCHMAN ASSOCIATES, INC.
2. PROPOSED PLANTING INFORMATION PROVIDED BY WILLIAM KENNY ASSOCIATES LLC.

PLANT LIST

EXISTING CONTOUR

PROPERTY BOUNDARY

PROPOSED CONTOUR

LEGEND

PROPOSED SPOT GRADE
PR

OP
ER

TY
 B
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PROPOSED
DRIVEWAY

EVERGREEN TREE PLANTING DETAILSHRUB PLANTING DETAIL

PLANTING NOTES
1. PROPOSED TREE, SHRUB & GROUNDCOVER LOCATIONS TO BE ADJUSTED IN FIELD AS NEEDED BASED ON FIELD

CONDITIONS.
2. PLANT SPACING FOR HERBACEOUS MATERIAL TO BE 24''-18” O.C.
3. BOTANICAL NAMES SHALL PREVAIL OVER COMMON NAMES.
4. ALL PLANT MATERIAL SHALL BE NURSERY GROWN; NO COLLECTED MATERIALS SHALL BE ACCEPTED,

UNLESS SPECIFICALLY INDICATED.
5. PLANTS SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS IN ALL WAYS

INCLUDING DIMENSIONS.
6. THE LANDSCAPE ARCHITECT HAS THE RIGHT TO REJECT ANY PLANT MATERIALS UPON DELIVERY TO THE

PROJECT.  SELECTION BY THE LANDSCAPE ARCHITECT DOES NOT WAIVE THE RIGHT OF REJECTION.
7. ALL REPLACEMENTS SHALL BE PLANTS OF THE SAME KIND AND SIZE AS SPECIFIED IN THE PLANT LIST OR

AS NECESSARY TO MATCH SURVIVING PLANTS OF THE SAME PLANTING GROUP.  ALL COSTS SHALL BE
BORN BY THE LANDSCAPE CONTRACTOR EXCEPT FOR REPLACEMENTS RESULTING FROM LOSS OR
DAMAGE DUE TO VANDALISM OR ACTS OF NEGLECT ON THE PART OF OTHERS, PHYSICAL DAMAGE, BY
ANIMALS, VEHICLES, FIRE, ETC., AS MAY BE DETERMINED BY THE LANDSCAPE ARCHITECT.

8. ALL PLANT MATERIAL SHOULD BE PLACED, OR LOCATION STAKED, ON THE SITE AS SHOWN ON THE
PLANTING PLAN PRIOR TO COMMENCEMENT OF PLANT EXCAVATION FOR THE LANDSCAPE ARCHITECT'S
APPROVAL.  THE CONTRACTOR MUST NOTIFY THE LANDSCAPE ARCHITECT OF ALL PLANTING
OPERATIONS A MINIMUM OF 48 HOURS IN ADVANCE.

9. ALL PLANT MATERIALS SHALL BE BALLED AND BURLAPPED OR CONTAINER GROWN OR AS OTHERWISE
SPECIFIED.  NO CONSTRUCTED BALLS SHALL BE ACCEPTED.  REMOVE SYNTHETIC 'BURLAP' AND
SYNTHETIC TWINES AND ROPES.  REMOVE TOP 1/3 OF METAL BASKETS FROM ROOT BALLS WHEN THE
ROOT BALL HAS BEEN POSITIONED IN THE PLANTING PIT.  PROVIDE SUPPORT AS NECESSARY TO
PROTECT THE ROOT BALL FROM INJURY DURING THIS OPERATION.

10. TO PREVENT DAMAGE FROM WHITE TAILED DEER BROWSE, THE PLANTINGS SHALL BE PROTECTED AS NEEDED
WITH TEMPORARY FENCING OR OTHER MEASURES UNTIL THE PLANTINGS ARE WELL ESTABLISHED.
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PROPOSED EVERGREEN TREE

PROPOSED NATIVE SHRUBS

TIDAL WETLAND MEADOW

PROPOSED NATIVE GROUNDCOVERS

LAWN

GROUNDCOVER PLANTING DETAIL NOT TO SCALE
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TO BE REUSED
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21 PV
35 PS

TIDAL WETLAND ENHANCEMENT
· APPROX. 10,000 SQUARE FEET
· CONTINUE CONTROL OF INVASIVE VEGETATION,

SUCH AS COMMON REED, MILE-A-MINUTE, AND
PORCELAIN BERRY.

· FOSTER GROWTH OF EXISTING NATIVE VEGETATION
SUCH AS ROSE MALLOW AND JOE PYE WEED

· OVERTIME, SUPPLEMENT WITH NATIVE MEADOW
VEGETATION SUCH AS SWITCHGRASS

WATERWAY PROTECTION LINE ORDINANCE
PLANTING PLAN
LOCATION:

117 BEACHSIDE AVENUE
WESTPORT, CONNECTICUT
ASSESSOR MAP #I06 PARCEL #003
ZONING DISTRICT AAA

APPLICANT/OWNER:

MICHELLE BLANK & FREDERICK E. JACKSON
117 BEACHSIDE AVENUE
WESTPORT, CT 06880

REF NO. 6372
DATE: 10/16/2025 - 1
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